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AUSTRIAN PREMIUM TIMBER®

STANDARD STRUCTURES

Alternative formats possible upon request. The double-length layers are suitable
for particularly stringent, static requirements.

C-panel - wall

Element type Thickness Element structure/lamellae thickness

Top layer in spruce

]

C5

(mm)  (mm)
c L c L c L C Structure
C3 gg gg %g gg Central layerin
90 30 30 30 spruce, fir, pine
100 30 40 30 |H|
120 40 40 40 o3
C5 100 20 20 20 20 20
120 30 20 20 20 30
140 30 30 20 30 30 \/‘
160 40 20 40 20 40
180 40 30 40 30 40
200 40 40 40 40 40
L-panel - ceilings and roofs
Element type Thickness Element structure/lamellae thickness
(mm]  (mm]
L C L C L Cc L (o L
L3 60 20 20 20
80 30 20 30
90 30 30 30 —
100 30 40 30 L3
120 40 40 40
L5 100 20 20 20 20 20
120 30 20 20 20 30 =
140 40 20 20 20 40 -
160 40 20 40 20 40 LS
180 40 30 40 30 40
200 40 40 40 40 40 —
L5 - 160 30-2 40 30-2 =
L7 180 30 20 30 20 30 20 30 L7
200 20 40 20 40 20 40 20
220 40 20 40 20 40 20 40
240 30 40 30 40 30 40 30 =
L7 - 180 30-2 20 20 20 30-2 e
200 30-2 30 20 30 30-2 L8-2
220 40 -2 20 20 20 40 -2
240 40 -2 20 40 20 40 -2 \/l
260 40 -2 30 40 30 40 -2
280 40 -2 40 40 40 40 -2
L8 - 300 40 -2 30 40 -2 30 40 -2
320 40 -2 40 40 -2 40 40 -2
L9 360 40 40 40 40 40 40 40 40 40





